parse stream field filter "pipeline processing" - Google Scholar 



Page 1 of 2 



Web Images Videos IVIaps News Shopping Gmail more ^ Sign in 

CO^^ ^^IC ciChOlar |par^ st^^ ?ield fii^^ Search | Hf^^^^ 

Scholar fArtlclerand'pa^ |l995 1 - p002 |indude"citaFo^ j^^issults 1 - 10 of abou 

Central processing unit for jprocessing a piuraiity of threads using dedicated ... 

2 [SSpField of Search 395/375, 775, 395/800 [56] References cited^US PATENT ...FILTER DATA 
BASE DESTINATION ADDRESS FILTER • L. 70 /" r74 T ' r: INSTRUCTIONS PATTERN IVIATCHER 
w 02 ,2 r80 \ , r76 \J INSTRUCTIONS STREAM PARSER to 84 86 t D5 ... 



Run [eye! pair buf^^^^^^^ length decoder circuit 

... The MPEG2 standard relies upon three types of coded pictures. I ("intra") pictures are fields or 
frames coded as a go stand-alone still image. Such I pictures allow random access points within 
a video stream. As such, I pictures should occur about two times per second. ... 

C'Uvd by 3 - F^eias.ftd articles - .Aii 4 versioris 

Print m anagement architecture for computing devices 

... 1 21 0 1 220 1 230 1 240 1 250 1 260 Parser Interface Register Get Parsed Filter Tree Set ... Al 1 300 
1310 1320 Filter Interface Initialize Register Data Delete Filter FIG. ... 10, 2004 PRINT MANAGEMENT 
ARCHITECTURE FOR COMPUTING DEVICES FIELD OF THE INVENTION [0001 ... 



Pipeline processing machine with interactive stages operable in response to ... 

... A priority selection circuit, responsive to the codewords CW and T, parses the codewords CW 

into ... data from which a receiver can determine re-entry points into the data stream on the ... 5,168,375 

discloses a method for processing a field of image data samples to provide for one ... 

Cita^j. by .1 - Related, articles 

.PJp.eli.n.e.processi.ng..m^^ 

AP Wise ~ 2000 - fieepatentsonljne.com 

... A priority selection circuit, responsive to the codewords CW and T, parses the codewords CW 

into ... data from which a receiver can determine re-entry points into the data stream on the ... 5,168,375 

discloses a method for processing a field of image data samples to provide for one ... 

Acoustic data acquisition/playback system an d meth od 

D Rosich, TJ i-lunt. L Beianqer ■■ US Patent 6,263.034. 2001 - Google Patents 

... US 6,263,094 Bl ACOUSTIC DATA ACQUISITION/PLAYBACK SYSTEM AND METHOD FIELD 

OF THE INVENTION ... 38 receives the amplitude-detected digital acoustic lines 36, in pipeline 

processing manner, from ... A post-log filter 41 , usually a low-pass filter, is connected 55 to ... 



Technique for initiating processing of a data stream of encoded video information 
AP Wise= MW Sotheran, WP Bobbins - 2000 - freepatentsonline.com 

... A priority selection circuit, responsive to the codewords CW and T, parses the codewords CW 

into ... data from which a receiver can determine re-entry points into the data stream on the ... 5,1 68,375 

discloses a method for processing a field of image data samples to provide for one ... 



http://scholar.google.com/scholar ?hl=en&q=parse-i-stream-i-field-i-filter-i-%22pipeline+proc... 1/14/2010 



parse stream field filter "pipeline processing" - Google Scholar 



Page 2 of 2 



■ ■■ for microproqrammable state machine in video parser clearing and resetting .. 

AP Wise, MW Sotheran, WP Bobbins - 2000 - freepatentsonline.com 

... A priority selection circuit, responsive to tfie codewords CW and T, parses tlie codewords CW 
into ... data from wfiicli a receiver can determine re-entry points into tlie data stream on tlie ... 5,1 
discloses a method for processing a field of image data samples to provide for one ... 



Seria! data processing u 

AP Wise, MVV Sotheran, WP Bobbins - 1995 - freepatentsonline.com 

... and parser means, with the second register positioned as an output of the decode and parser 
means. ... of the signal and related to the primary colors in the manner defined in the bit stream. . 
a frame, while for interlaced video, a picture can refer to a frame, or the top field or the ... 

A|[2 yes;s!ons 



Process for controlling an MPEG decoder 

... US CI 395/200.77; 348/403; 348/416 [58] Field of Search ... forward_R_coding; backward_R_ 
fu//-pel_backward_ vector; macroblock_ width; macroblock_Height Determine Stream Ordering 
265 ... macroblock_width; macrob/ock_Height in hardware registers of parser unit 220 ... 

C:ie-J ? - Rivuvied ,5!t:0ie« - All 2 versions 



Result Page: 



1 2 3 4 5 



5 Next 



jpareestreanr^^ Search 



Go to Google Home - About Google - About Google Scholar 



©2010 Google 



)://scholar.google.com/scholar?hl=en&q=parse+stream+field+filter+%22pipeline+proc... 1/14/2010 



